Nonlinear interaction of meta-atoms through optical coupling
A. P. Slobozhanyuk, P. V. Kapitanova, D. S. Filonov, D. A. Powell, I. V. Shadrivov, M. Lapine, P. A. Belov, R. C. McPhedran, and Yu. S. Kivshar

View online: http://dx.doi.org/10.1063/1.4861388
View Table of Contents: http://scitation.aip.org/content/aip/journal/apl/104/1?ver=pdfcov
Published by the AIP Publishing

Articles you may be interested in
Band split in multiband all-dielectric left-handed metamaterials
J. Appl. Phys. 115, 234104 (2014); 10.1063/1.4883962

Adjustable low frequency and broadband metamaterial absorber based on magnetic rubber plate and cross resonator

Dynamic nonlinear thermal optical effects in coupled ring resonators
AIP Advances 2, 032131 (2012); 10.1063/1.4743962

Low-loss meta-atom for improved resonance response
AIP Advances 2, 012196 (2012); 10.1063/1.3701709

Better than Bragg: Optimizing the quality factor of resonators with aperiodic dielectric reflectors
We propose and experimentally demonstrate a multi-frequency nonlinear coupling mechanism between split-ring resonators. We engineer the coupling between two microwave resonators through optical interaction, whilst suppressing the direct electromagnetic coupling. This allows for a power-dependent interaction between the otherwise independent resonators, opening interesting opportunities to address applications in signal processing, filtering, directional coupling, and electromagnetic compatibility. © 2014 AIP Publishing LLC. [http://dx.doi.org/10.1063/1.4861388]
signal power in the LED-SRR, despite having no direct electromagnetic coupling between the two.

Furthermore, the designed SRR pair has a strong polarisation sensitivity. Indeed, when the pump wave is polarised so that the magnetic field is along the LED-SRR axis, the maximal current is excited and the LED is brightly lit, imposing the resonance frequency shift in the other SRR, as described above. However, for an orthogonal polarisation the LED-SRR is not excited at all, and no resonance shift is induced regardless of the pump power.

To demonstrate the efficiency of such coupling, we have fabricated an experimental prototype realised with this scheme (Fig. 2). Each “meta-atom” is a broadside-coupled SRR with copper strips (1 mm width) printed on the two sides of an FR4 substrate (1 mm thickness). The two rings which constitute each SRR are identical; however, one of the SRRs is smaller then the other, so that the smaller one fits inside the larger one (Fig. 2(a)). The smaller SRR has an inner radius of 5 mm and the larger one of 6.05 mm. Each ring of the SRR has a 1 mm gap, and an additional 0.5 mm gap where SMV1405 varactors (Skyworks) are mounted. In the smaller SRR, the varactors are biased by a pair of BPW-34-S photodiodes (Opto Semiconductors). In the larger SRR, the varactors provide rectification, feeding the BL-L314URC LED (Betlux Electronics). Shunting between the varactors and PDs/LED was provided using 22 nH chip inductors (LQG18HN22NJ00D, Murata), to decouple the photo-components from the high-frequency microwave signals.

For the measurement of the resulting optically coupled SRR pair, we have designed two symmetric microstrip loop antennas. The antennas were positioned in perpendicular planes and located in such a way that each antenna is only coupled to one of the rings in our element (see Fig. 2(b)), because the magnetic coupling to the other is cancelled due to symmetry reasons. In the configuration shown in Fig. 2(b), the LED-SRR is excited by the side antenna, which is connected to a signal generator (HP E8257D) through a signal amplifier (HP 83020A). The PD-SRR is probed by the upper antenna, connected to an Agilent PNA E8362C vector network analyser (VNA) to measure the reflection coefficient. All the experiments on the optical coupling were performed in the dark to prevent parasitic illumination of the PDs.

To check the power dependence, we rotated the SRR pair to achieve maximum excitation of the LED-SRR (at 90°), and measured the reflection spectra from the PD-SRR as a function of the power launched onto LED-SRR. The results, presented in Fig. 3(a), demonstrate a significant frequency shift of 18 MHz when the power is increased to 33 dBm. Note that the frequency shift is not observed until a threshold at approximately 22 dBm, as lower power does not generate sufficient voltage to light the LED. The results are confirmed with complete circuit calculations of our design: In Fig. 3(b), we present the experimental dependence of the frequency shift as a function of power, compared with the circuit calculations.
This article is copyrighted as indicated in the article. Reuse of AIP content is subject to the terms at: http://scitation.aip.org/termsconditions. Downloaded to IP: 150.203.176.45 On: Sat, 21 Jun 2014 03:27:53

For the circuit simulations, we have used the nonlinear equivalent circuit of an SRR, reported earlier. The SRR itself has been represented by the self-inductance, capacitance, and resistance, and further loaded by a varactor. To represent the SMV1405 varactor, the corresponding SPICE model has been used. To find the appropriate linear parameters of the SRRs, we performed linear circuit simulations at low power, with the initial guess value for the SRR capacitance estimated analytically. Next, we performed nonlinear circuit simulations for the power from 0 dBm to 35 dBm in 1 dB steps. As a result, we obtained the voltage rectified by the varactors in the LED-SRR as a function of frequency for different power levels. When the power reaches 22 dBm, the voltage rectified by the varactors exceeds 1.5 V, sufficient to light up the LED. At the power of 35 dBm the voltage is over 2.2 V, which makes the LED quite bright. The light from the LED shines onto the PD, which in turn imposes a voltage across the varactors in the PD-SRR, shifting its resonance frequency. The estimated frequency shift is of the order of 20 MHz.

To confirm the polarisation sensitivity, we performed an experiment with a fixed pump power of 32.5 dBm while gradually rotating the SRR pair between the positions with the LED-SRR orthogonal to the pump antenna (at $\phi = 0^\circ$) and parallel to it (at $\phi = 90^\circ$). As expected, the LED was not lit at $0^\circ$ and no resonance shift was detected, while the gradual change of polarisation angle towards $90^\circ$ resulted in the displaced spectra (Fig. 4(a)) with the resonance shift varying with angle in accordance with the expected proportionality to $\cos\phi$, as shown in Fig. 4(b).

The designed meta-atom opens non-standard opportunities to impose an optical control mechanism over microwave signals. For example, a chain of such elements supports two initially independent magnetoinductive waves with orthogonal polarisations, which can propagate along the chain without direct interaction: one of the waves only drives the sequence of PD-SRRs while the other one only drives the sequence of the LED-SRRs. However, by varying power of wave transmitted with the LED-SRR polarisation, we will launch an optical feedback onto the chain of PD-SRRs and thus alter its dispersion characteristics despite the lack of coupling between the two subsystems in the linear regime. This feedback mechanism can be attractive for applications in signal processing and filtering, as well as for tuning and sensing.

In summary, we have designed and experimentally implemented a meta-atom with nonlinear interaction between microwave signals via an optical channel. Our approach allows interaction to be imposed between otherwise independent signals with arbitrary frequencies, and therefore significantly widens the range of nonlinear processes possible in such optically-coupled systems.

FIG. 4. Polarisation dependence of the optically coupled SRR response. (a) Reflection spectra measured by the probe antenna at various angles (see the inset) between the pump antenna and the LED-SRR; (b) dependence of the frequency shift of the PD-SRR on the orientation of the LED-SRR, experiment (squares) and theory (solid curve).

The authors are grateful to Klaus Betzler and Maxim Gorkunov for preliminary discussions, to Stanislav Maslovski for helpful advice, and to Igor Y. Denisiuk for experimental equipment. This work was supported by the Ministry of Education and Science of Russian Federation (Project No. 11.G34.31.0020), Russian Foundation for Basic Research (Projects No. 13-02-00411 and 14-02-31783), Scholarship of the President of the Russian Federation for young scientists and graduate students, and by the Australian Research Council (CUDOS Centre of Excellence CE110001018). A.P.S. acknowledges the support of SPIE Scholarship 2012-2013 and the IEEE MTT-S Undergraduate Scholarship for spring 2013. A.P.S. and D.S.F. are also grateful to the “Dynasty” Foundation (Russia).